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Manually H valves

Application
These valves can be used to connect the radiator valves to the heating 
water system. The connection has a standard distance of 50 mm betwe-
en flow and return. The radiator isolation is possible using the shut-off 
mechanism incorporated. 
Are available the straight version and the 90 °  version.

Technical data
Takeoffs: 50 mm
Maximum operating pressure: 10 bar
Maximum differential pressure: 6 bar
Maximun operating temperature: 100 °C
Connections to the plant: 3/4” Eurocone

Construction
 Body  made brass UNI EN 12165 CW617N with nickel finish
 Shutter in brass UNI EN 12164 CW614N with nickel finish
 O-Ring for shutter steadying in EPDM
 O-Ring in EPDM
 Brass ring UNI EN 12164 CW614N with nickel finish
 Flanged brass ring UNI EN 12164 CW614N
 Nut in brass UNI EN 12165CW617N with nickel finish

Dimensions: see section Technical attachments
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Straight manually H valves, with adapter
  

 

 Size Pcs. pack Code
 3/4” x 1/2” 2 01306618
  

 

 

 

Straight manually H valves
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 3/4” X 3/4” 2 01306622
  

 

H valves 

Heating & Plumbing and Ecoenergy Catalogue 2017 179

Manually H valves

Application
These valves can be used to connect the radiator valves to the heating 
water system. The connection has a standard distance of 50 mm betwe-
en flow and return. The radiator isolation is possible using the shut-off 
mechanism incorporated. 
Are available the straight version and the 90 °  version.

Technical data
Takeoffs: 50 mm
Maximum operating pressure: 10 bar
Maximum differential pressure: 6 bar
Maximun operating temperature: 100 °C
Connections to the plant: 3/4” Eurocone

Construction
 Body  made brass UNI EN 12165 CW617N with nickel finish
 Shutter in brass UNI EN 12164 CW614N with nickel finish
 O-Ring for shutter steadying in EPDM
 O-Ring in EPDM
 Brass ring UNI EN 12164 CW614N with nickel finish
 Flanged brass ring UNI EN 12164 CW614N
 Nut in brass UNI EN 12165CW617N with nickel finish

Dimensions: see section Technical attachments

Manually H valves

 

 

Straight manually H valves, with adapter
  

 

 Size Pcs. pack Code
 3/4” x 1/2” 2 01306618
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H-blokken med indbyggede ventiler kan bruges til alle 
radiatorer med bundtilslutning og 50 mm. C/C mellem 

fremløb og returstuds. H-blokken findes i både lige og 
vinkelversion.

H-BLOK MED AFSPÆRRINGSVENTILER

Centermål:	 50 mm
Max. prøvetryk:	 10 bar
Max. driftstryk:	 6 bar
Max. driftstemperatur:	 100°C 
Omløberdimension:	 3/4” Eurokonus

1.	 Krop i rødgods UNI EN 12165 CW617N mat krom overflade.
2.	 Ventil i rødgods UNI EN 12165 CW617N mat krom overflade.
3.	 O-Ring for tætning af ventilkegle udført i EPDM.
4.	 O-Ring for tætning mod radiatorstuds udført i EPDM.
5.	 Omløber udført i rødgods UNI EN 12164 CW614N  
	 i mat krom udførelse.
6.	 Studs udført i rødgods UNI EN 12164 CW614N.
7.	 Omløber udført i rødgods UNI EN 12165 CW617N  
	 i mat krom udførelse.

TEKNISKE DATA MATERIALER

Type Dimension Stk. i forpakning

1 Sæt overgangsnipler 3/4” Eurokonus x 1/2” nippel 3/4” M x 1/2” M 2
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Right-angle manually H valves, with adapter
  

 

 Size Pcs. pack Code
 3/4” x 1/2” 2 01306620
  

 

 

 

Right-angle manually H valves
  

 

 Size Pcs. pack Code
 3/4” x 3/4” 2 01306624
  

 

 

 

Pair of adapters 3/4” Eurocone x 1/2” Male
  

 

 Size Pcs. pack Code
 3/4” M x 1/2” M 2 01306626
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SORTIMENT OG MONTAGEMÅL

Type Dimension Stk. i  
forpakning

Lige H-Montageblok m. overgangsnipler 3/4” x 1/2” 2

Type Dimension Stk. i  
forpakning

Vinkel H-Montageblok m. overgangsnipler 3/4” x 1/2” 2

Type Dimension Stk. i  
forpakning

Lige H-Montageblok 3/4” X 3/4” 2

Type Dimension Stk. i  
forpakning

Vinkel H-Montageblok 3/4” X 3/4” 2
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